STOP SHIPPING DOCK DAMAGE 

install 





American 


Years of Protection 
for your Loading 
Dock Facilities 


TIRE FABRIC 

RUBBER FOR EXTRA STRENGTH 
AND WEAR 


CUSHIONS AND 
ABSORBS IMPACT SHOCK 


MINIMIZE 
DOCK REPAIR 


RUBBER 

BOCK 

BUMPERS 


and the rear of your 
Trailers or Trucks 


★ 

★ 


OUTLASTS 
WOOD BUMPERS 

REDUCE 

BREAKAGE CLAIMS 



AMERICAN DOCKBRIDGE, inc. 


6001 SOUTH PENNSYLVANIA AVENUE . CUDAHY, WISCONSIN 53110 . HU. 3-3600 















































































Litho in USA Nat. Off. 4104 


American SHIPPING DOCK 

BUMPER Specification, 



EASY BUMPER CONSTRUCTION 

INSTALLATION 



MOUNTING 

1/4" angle iron drilled to accommodate 7/8" 

Concrete: Expansion Shield & Lag Bolt 

PLATES 

lag bolts 

or 

SUPPORT 

3" x 1/4" steel structural reinforcing bar. 

Rawl Plug & Lag Bolt 

BAR 

Wood: Lag Bolt 

FABRIC 

All pads are compressed to give maximum 


RUBBER 

strength and wear. 

Steel: Weld or Lag Bolt 

PADS 








rn 

03 

rn 

30 



MODELS 

DIMENSIONS 

A 

B 

C 

D 

E 

DB-1-1014 

10 

14 

11 -3/4 

7-3/4 

9-1/2 

DB-1-1024 

10 

24 

21-3/4 

7-3/4 

19-1/2 

DB-1-1036 

10 

36 

33-3/4 

7-3/4 

31-1/2 

DB-1-1214 

12 

14 

11-3/4 

9-3/4 

9-1/2 

DB-1-1224 

12 

24 

21-3/4 

9-3/4 

19-1/2 

DB-1-1236 

12 

36 

33-3/4 

9-3/4 

31-1/2 




















































































































